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Urethane Collar Repair Instructions 

 
BEFORE PROCEEDING WITH REPAIR 

READ ALL INFORMATION THOROUGHLY. 

 

 

PREPARATION: 
 

1. IDENTIFY LEAK AND CIRCLE WITH A MARKER 

 

2. CUT PATCH TO COVER HOLE WITH 50% OVERSIZE 

 

3. USE PATCH AND MARKER TO CIRCLE AREA TO BE GLUED 

 

4. LIGHTLY SAND BOTH PATCH AND COLLAR SURFACES 

 

5. CLEAN BOTH PATCH AND COLLAR SURFACES WITH M.E.K. SOLVENT. 

 

6. ALLOW TO DRY FOR FIVE MINUTES MINIMUM 

 

7. TAPE AREA AROUND PATCH TO LIMIT EXCESS GLUE 

 

 

GLUING: 
DO ALL GLUING & REPAIRS IN A WELL VENTILATED AREA 

OUT OF DIRECT SUNLIGHT 

 

8. FOLLOW GLUE INSTRUCTION ON ADHESIVE CONTAINER 

 

9. APPLY THIN COAT OF GLUE TO BOTH SURFACES, PATCH & COLLAR 

 

10. ALLOW GLUE TO DRY FOR 15 MINUTES MINIMUM BEFORE NEXT 

COAT. 

 

11. APPLY 3 TOTAL COATS OF GLUE WITH 15 MIN DRY TIME BETWEEN 

COATS TO BOTH SURFACES 

 

 



 

 

12. ONCE 3RD COAT IS DRY TO THE TOUCH REACTIVATE ADHESIVE WITH 

A DAMP MEK RAG 

 

13. JOIN THE SURFACES AND APPLY PRESSURE WITH A HAND ROLLER, 

SQUEEGEE OR SIMILAR. 
 

 

ALLOW A MINIMUM OF 12 HOURS TO CURE BEFORE PUTTING 

BACK IN SERVICE 

 

 

NOTE: 
 

The REPAIR KITS are provided with a pre-mixed 4 ounce can of adhesive with an 

applicator in the cap. No additional mixing is necessary. 

 

 

If using a larger quantity of adhesive, follow these mixing instructions: 

 

 

MIX ADHESIVE ONE QUART AT A TIME 
 

Adhesive Mix 

5.5 ounces accelerator to 

One gallon of adhesive 

or 

5.5 parts of accelerator 

Per 100 parts of adhesive 
 


